computed over the entire packet. The packet length would be selected by the instrument
designer from a set of standard values. The spacecraft data system would gather packets
from each source as they become adaptively created by the instrument and assemble them into
Level 3 transport frames for transmission through the delivery network to the user on the
ground. The transport frames would be of fixed length and would consist of a standard
header, a data field which contains either an entire source packet or a contiguous segment
of a packet, and a trailer containing an error-detecting parity code computed over the
entire frame. This transport process is shown in Figure 6 which also indicates how a por-
tion of the source header would "echo" in each transport frame in order to produce a com-
posite transport header which displays full characteristics of autonomy.

The Draft Protocols

Standards for the source packet and transport frame protocols are presently being devel-
oped within the NEEDS program and efforts are being made to design these protocols to be
compatible with currently developing national and international standards. A recent draft
version of the standards is shown in Figure 7.

The source packet contains a mandatory primary header and an optional secondary header. The primary header contains identification of the source instrument (split into two separate fields to provide burst-error protection) as well as specification of the mission on which the instrument is being flown. The remaining fields identify the sequence number of the packet as it is generated by the source, the total length of the packet, and the format of any secondary header. Standards for the secondary header are presently undefined but we foresee that ancillary data such as spacecraft measurement time and pointing information, supplied to the instrument by the spacecraft data system, will be inserted here. The trailer containing packet parity will probably be generated using the same polynomial as commercial ground systems.

The transport frame header begins with a pseudonoise synchronization code followed by a field which defines the transmission mode of the delivery network. Next is a sequence count defining the serial number of the frame as it is generated by the spacecraft data system and after this is a field specifying any "options" selected in the format of the frame itself: one of these options includes the capability to insert one or more 16-bit words in the header for certain network control purposes. The header will also define which portion (or "segment") of a particular source packet is transported within the frame. The